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* Certain limitations and exclusions apply. See the TYPAR Weather Protection 
System Limited Warranty located online at TYPAR.com/downloads for full details.

Install the system. Get a lifetime limited warranty.* TYPAR® All-Temperature 
Flashing, along with the full TYPAR® Weather Protection System delivers 
unbeatable coverage.
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conditions under which such information and the products discussed can be used may vary and are beyond our control, we make no warranties, express or implied, other than those 
warranties described in the TYPAR Weather Protection System Limited Warranty located online at TYPAR.com/downloads, subject to the limitations and exclusions described therein. 

*TYPAR All-Temperature Flashing is part of the TYPAR® Lifetime Limited System Warranty 
when used with the complete TYPAR Weather Protection System. Certain limitations and 
exclusions apply. See the TYPAR Weather Protection System Limited Warranty located online 
at TYPAR.com/downloads for full details.

TYPAR® 
ALL-TEMPERATURE 
FLASHING  

 
All-Temperature Flashing is engineered to perform in a broad range of extremes and protect against moisture 

ideal for faster, hassle-free installation during construction. And its durable character defends homes for years 
after the cladding is up.

INSTALL  THE  SYSTEM.  GET  A  LIFETIME 
LIMITED  WARRANTY.*

LEADING  FEATURES  AND  BENEFITS:

TYPAR All-Temperature Flashing, Building Wraps, 
® 

superior air and water holdout, exceptional tear 
strength, optimal breathability, and this: lifetime 
limited warranty coverage.*

• Suitable for installation down to 0° F (-18° C)

• Self-seals around nail penetrations

• No primer required

• Two-year shelf life
• Lifetime limited warranty*

WHEN  WE  SAY  MAXIMUM  ADHESION,  WE  MEAN  IT.

90 Peel Adhesion

Plywood

OSB

Facer

5.0 lb/in

3.8 lb/in

4.6 lb/in

Mold Growth (ASTM G21) No growth

Application Temp 0°F (-18°C) to 180°F (82°C)

Nail Sealability  
(AAMA 711-13)

PASS

UV Stability 6 months

TYPICAL  CHARACTERISTICS:

4" x 75' 6" x 75' 9" x 75'

12" x 75'

ROLL SIZES:

Adhesive Block copolymer

®

 Please visit TYPAR.com for installation instructions and warranty information. 
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