SEAL ITUP TIGHT WITHOUT SLOWING YOUR PACE.

Install the system. Get a lifetime limited warranty. TYPAR®
F.A.S.T.Flashing and Sheathing Tape, along with the full TYPAR®
Weather Protection System, delivers unbeatable coverage*

A
*Certainlimitations and exclusions apply. See the TYPAR Weather Protection @
System Limited Warranty located online at TYPAR.com/downloads for full details.
| LIFETIME LiMITED |

SYSTEM




TYPAR F.A.S.T.

FLASHING AND
SHEATHING TAPE

YOU JUST FOUND AN EXTRA GEAR.

TYPAR F.A.S.T. Flashing and Sheathing Tape is a
true, multipurpose go-to built for speed. Available in
3' 4, and 6" self-wound rolls, it saves on installation
steps and time spent picking up jobsite waste. (But if
you prefer a release liner, we've got those, too.) From
seaming sheathing boards and flashing windows,

to sealing off penetrations, to serving as joist tape in
decking, TYPAR F.A.S.T. performs true to our name.
And better still, it features an advanced acrylic
adhesive to give you an aggressive stick. Pronto.

LEADING FEATURES AND BENEFITS:

Self-wound, linerless rolls eliminate

extra effort and jobsite cleanup

Ideal for sheathing seams, penetrations,
fenestration support, and more

Approved alternative for TYPAR® Double-Sided Tape

on seaming applications with TYPAR® DrainableWrap™

and TYPAR® DrainableWrap™ Commercial
Advanced acrylic adhesive grabs aggressively
12-month UV exposure rating that's ideal for
multi-family and commercial projects
Lifetime limited warranty coverage*

TAKE YOUR STAND WITH
THEFULLSYSTEM.

Looking for comprehensive defense? TYPARF.AS.T.
Flashing and Sheathing Tape is part of the industry's
most complete weather protection lineup that includes
wraps, flashings, tapes, and more. All manufactured by
us for true ruggedness and higher performance.

*TYPARF.A.S.T.Flashing and Sheathing Tapeis part of the TYPAR® Lifetime Limited
System Warranty when used with the complete TYPAR® Weather Protection System.
Certainlimitations and exclusions apply. See the TYPAR Weather Protection System
Limited Warranty located online at TYPAR.com/downloads for full details.

Adhesive

TYPICAL CHARACTERISTICS:

Acrylic

Backing/Facer

Black polypropylene film

Release Liner

Available in self-wound
or release liner (split-back
clear film)

9.5 mils self-wound

Thickness 11.5 mils w/release liner
Application 20°F (-7°C)
Temperature Range to 240°F (116°C)
Ultraviolet ng_ht 12 months
Exposure Resistance
0SB 3.8
90° Peel Adhesion Plywood 9.3
(Ib/in) (ASTM D3330) Aluminum 10.3
Vinyl 9.9
Low-Temperature
Flexibility (ASTM D3330) PASS
Nail Sealability
(ASTM D1970) PASS
Tensile Strength
(ASTM D5034) 25 Ibs
Elongation (D3759) 820%

ROLL SIZES (SELF-WOUND):

ROLL SIZES (WITH LINER):

The information contained hereinis to the best of our knowledge accurate and reliable andis provided for the user's assessment and verification. However, since the circumstances and
conditions under which such information and the products discussed canbe used may vary and are beyond our control, we make no warranties, express or implied, other than those
warranties described inthe TYPAR Weather Protection System Limited Warranty located online at TYPAR.com/downloads, subject to the limitations and exclusions described therein.
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