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* Certain limitations and exclusions apply. See the TYPAR Weather Protection 
System Limited Warranty located online at TYPAR.com/downloads for full details.

Install the system. Get a lifetime limited warranty.* TYPAR® 

Drainable Wrap, along with the full TYPAR® Weather Protection 
System delivers unbeatable coverage.
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®

direction you install it. Bottom line, are you concerned about drenching downpours, mold, and rot? Put up 
TYPAR Drainable Wrap to prevent water from compromising the wall cavity—and your reputation.

INSTALL  THE  SYSTEM.  GET  A  LIFETIME 
LIMITED  WARRANTY.*

LEADING  FEATURES  AND  BENEFITS:

defense. Our Drainable Wrap, along with our Flashings 
® 

Weather Protection System. Install it all together and 
get covered by the only lifetime limited warranty in 
the industry.*

• Delivers the tear strength, air holdout, 
and breathability of TYPAR® BuildingWrap™

conventional house wraps, per ASTM 
E2273 testing

• Install it any direction without

•  Exceeds minimum AC38 Code Requirement

• Lifetime limited warranty*

TYPAR®  
DRAINABLE  WRAP™  

HANDLING  THE  EXCESS  WITH  SMART  STRENGTH.

* TYPAR Drainable Wrap is part of the TYPAR Lifetime Limited System Warranty when 
used with the complete TYPAR Weather Protection System. Certain limitations and 
exclusions apply. See the TYPAR Weather Protection System Limited Warranty located 
online at TYPAR.com/downloads for full details.

and conditions under which such information and the products discussed can be used 
may vary and are beyond our control, we make no warranties, express or implied, other 
than those warranties described in the TYPAR Weather Protection System Limited 
Warranty located online at TYPAR.com/downloads, subject to the limitations and 
exclusions described therein. 

TYPICAL  CHARACTERISTICS: 

Basis Weight D5261 3.04 oz/yd2

Thickness D1777 25 mils

Drainage E�ciency E2273 94.8%

Breaking Strength 
(Grab Tensile)

D5034 67 lbs MD
73 lbs CD

Trapezoidal Tear  
Resistance

D5 33 30 lbs MD
33 lbs CD

Hydrostatic Pressure 
Resistance

AATCC 
127-1995

>500 cm

Moisture Vapor 
Transmission Rate

E96-95 A 11.7 perms

Ultraviolet Light Exposure  
Resistance

6 months

Air Penetration Resistance 
(Gurley Hill Porosity)

>2500 sec/ 
100 cc

Water Resistance Test D779 PASS

Surface Burning Characteristics (ASTM E84)

Flame Spread Index Class A

Smoke Spread Index PASS

ROLL SIZES:

5' x 100'

 20  | Made in USA. TYPAR® and TYPAR®

 Please visit TYPAR.com for installation instructions and warranty information. 
Building Wraps  |  Flashings  |  Construction Tape
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