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INSTALLATION GUIDELINES

SUBSTRATE
TYPAR® F.A.S.T. can be installed over a variety of substrates. 
The surface must be properly prepared to ensure it is clean, dry, 
and free of dust, oil, debris, and any voids or gaps to promote 
proper adhesion. The installer should inspect the substrate 
for sharp protrusions and remove them to prevent damage or 
penetration of the TYPAR® F.A.S.T. material.

WEATHER CONDITIONS
TYPAR® F.A.S.T. should be installed within a temperature range 
of 20°F to 240°F. Installation should not occur during rainfall, 
snow or when the substrate is wet. Allow surfaces to fully dry 
before application.

STORAGE
Store TYPAR® F.A.S.T. in its original packaging in a clean, dry, 
and well-ventilated area. Materials should be protected at all 
times from moisture, weather exposure, and physical damage. 
Optimal storage temperatures are between 60°F and 80°F at 
40-60% RH. TYPAR® F.A.S.T. has a 36-month shelf life from 
date of manufacture.
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TYPAR HD Sealant Applied 
Around Window Perimeter

Jamb & Head Flashing Applied

Window Set

Flexible Flashing installed at Sill

INSTALLATION STEPS

STEP 1

Make diagonal cuts on the weather-resistant barrier. 
Install the window sill pan according to the manufacturer’s 
instructions. Alternatively, you can create a sill pan using 
TYPAR® Flexible Flashing. Cut a piece that is 12" longer than 
the length of the rough opening window sill. Carefully peel 
off the release liner. Center the flashing in the center of the 
rough opening and work your way toward the corners and 
then up the sides. Note: the Flexible Flashing should overlap 
to the outside of the wall by 2-3". Only stretch the flashing in 
the corners. Alternatively, to above, you can create a sill pan 
by installing TYPAR self-adhered flashing along the bottom 
sill and installing TYPAR Flexible Flashing on the corners only. 
If needed, secure the fanned edges of the TYPAR Flexible 
Flashing with a nail or staple and apply firm pressure using a 
J-roller.

STEP 2

Apply a continuous bead of TYPAR HD Heavy-Duty Sealant 
to the back of the window or on the wall. Do not apply the 
sealant across the bottom of the sill or on the bottom of the 
window. This area is left open to allow 
for proper drainage. Install the window according to the 
manufacturer’s installation instructions.

STEP 3

Cut two pieces of TYPAR F.A.S.T. long enough to extend 
1" above the window head flange and 1" below the 
window sill flange. Carefully peel off the release liner and 
apply the flashing on both sides of the window. Make sure to 
cover the entire window flange, and press firmly using 
a J-roller. Ensure there are no wrinkles or bubbles. Cut a piece 
of TYPAR F.A.S.T. for the head flashing. Ensure that the piece 
is long enough to extend by a minimum of 1" on both sides of 
the jamb flashing. Remove the release liner and carefully 
install the flashing. Cover the window flange and press firmly 
using a J-roller on all sides.

WINDOW FLASHING
TYPAR® F.A.S.T. is made with a black polypropylene (PP) film and a high-tack acrylic adhesive, offering an alternative to butyl, 
clear, and all-temperature flashing products. It is covered under the TYPAR® Weather Protection System Warranty. The product can 
be installed in temperatures ranging from 20°F to 240°F.
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4 INCH
OVERLAP

STEP 4

Release the upper flap of the TYPAR WRB that you cut 
earlier. For air barrier assemblages, tape continuously 
across the head flange first to create a continuous seal. 
If necessary, trim the TYPAR on the horizontal to ensure 
a good bond from the head flap to the window head 
flashing.  Then tape the 45-degree cuts at the corners 
using TYPAR Construction Tape, TYPAR F.A.S.T., or other 
TYPAR self-adhered flashing. (Drip Caps may be installed 
before folding down the Typar flap or after completion of 
window flashing).

STEP 3

Apply firm pressure using a roller to ensure proper 
adhesion. Work from the center outward to eliminate 
wrinkles, air pockets, or fishmouths, and ensure full 
contact across the entire width of the tape and along 
all edges. Ensure all adjacent tape sections overlap by a 
minimum of 4 inches. Firmly press all overlaps to maintain 
a continuous and effective seal.

SHEATHING PANEL SEAMING
TYPAR® F.A.S.T. has been tested on leading sheathing boards and demonstrates adhesion that is equal to or better than that of 
existing seam tapes used on sheathing boards. For more information, refer to the Sell Sheet. Although F.A.S.T. has shown excellent 
adhesion across a range of sheathing board types, TYPAR® does not provide any express or implied warranties regarding the 
performance or installation of sheathing boards when installed according to manufacturer guidelines.

STEP 1

Measure the required length of TYPAR F.A.S.T. and cut it 
to size using a utility knife or scissors. Ensure the length 
allows for proper installation, including a minimum overlap 
of at least 4 inches at all joints and seams. NOTE: TYPAR 
F.A.S.T. installation in a sheathing panel application should 
be applied in the horizontal direction before vertically. 
This is the proper installation order to create the proper 
shingling and positive water flow.

STEP 2

Align and position the tape so it is centered over the 
sheathing panel joint (seam), ensuring equal coverage on 
both sides. For release liner products, peel back a portion 
of the liner and gradually remove it while applying the 
tape. For self-wound products, apply the tape directly 
from the roll without liner removal. Press the tape firmly 
onto the substrate as it is applied. 
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IN CASE OF IMPROPER/REVERSE SHINGLING:

In case of improper/reverse shingling, a 2nd reinforcing 
strip can be added.

Internal Transition

Tape Extends at least 2-3 inches past 
corner at internal transitions

At outside corners, cut a piece of tape long enough to wrap around the corner 
with a minimum of 2-3 inches of coverage on each side. Apply the tape evenly 
over the edge, pressing it firmly to conform to the profile.

Second reinforcing strip applied 
perpendicular to the first

3"
OVERLAP

1"
OVERLAP

STEP 4:

At internal transitions/inside corners, cut a length of tape 
that extends at least 2–3 inches past the corner onto both 
adjoining surfaces. Carefully place the tape into the angle, 
pressing it firmly into the corner. Use a roller and flashing 
tool, starting at the corner and working outward, to 
ensure full adhesion. Confirm there are no gaps, bridging, 
or voids. For added durability in critical areas, apply a 
second reinforcing strip perpendicular to the first.

At external edges/outside corners, cut a piece of tape 
long enough to wrap around the corner with a minimum 
of 2–3 inches of coverage on each side. Apply the tape 
evenly over the edge, pressing it firmly to conform to the 
profile. Avoid stretching the tape, as this can lead to 
lifting. Smooth the tape onto both surfaces using firm 
pressure or a roller to ensure proper adhesion. Apply an 
additional reinforcing strip if needed.

STEP 5:

Inspect all seams and corners to confirm they are fully 
sealed. Check for any gaps, wrinkles, or lifting edges, 
and reapply pressure or re-roll areas as needed. When 
properly installed, the flashing tape should create a 
continuous, airtight, and watertight seal across all seams 
and corners, effectively preventing air infiltration and 
moisture intrusion.
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DECKING JOIST TAPE
TYPAR® F.A.S.T. is a versatile, high-performance flashing solution offered in a range of sizes, with self-wound 3" and 4" rolls 
recommended for use as deck joist tape to help protect structural wood components from moisture intrusion. Featuring an 
advanced acrylic adhesive, it bonds strongly to a wide range of common construction substrates and performs reliably even 
in cold-weather conditions. F.A.S.T. is designed with excellent nail sealability per AAMA 711-22, helping to minimize water 
penetration around fasteners for enhanced durability. With up to 12 months of UV stability, it offers extended exposure capability 
during construction.  

STEP 1

Ensure all surfaces where tape will be applied are clean, 
dry, and free of dust, frost, and debris. For best results, 
sweep framing with a stiff-bristled brush to remove loose 
surface particles. Plan coverage for the top surfaces of all 
rim joists, field joists, support beams, stair stringers, and 
ledger boards.

STEP 2

Cut and apply TYPAR F.A.S.T. directly to the face of 
framing members where metal joist hangers and 
connectors will make contact. This bond break prevents 
copper preservative chemicals in pressure-treated lumber 
from causing galvanic corrosion and weakening the metal 
hardware.

STEP 3

Apply TYPAR F.A.S.T. centered along the top edges of the 
main support beams and ledger boards.
 
Relieve corners and cut edges with a utility knife, then fold 
the side margins down tight against the vertical faces of 
the lumber to create an umbrella shed.

STEP 4
Install TYPAR F.A.S.T. across all intermediate blocking and 
bridging. Extend the flashing onto the adjacent side 
surfaces of the framing joists, maintaining at least a 1-inch 
overlap at all end laps and transitions. Slit corners and 
press down the side flaps firmly.

STEP 5
Roll TYPAR F.A.S.T. smoothly along the top edges of all 
remaining field joists, rim boards, and stair stringers. At 
butt joints, maintain a minimum 1-inch overlap. Cut and 
fold edges down over the lumber sides to shed water.
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Use firm pressure to secure tape.

1”
Ensure tight seal at edges and ends.

Adjoining pieces overlap by 1 inch.

STEP 6

Direct moisture away from structural posts by wrapping 
all structural posts with TYPAR F.A.S.T. where they 
intersect with the tops of framing members. Lap the 
flashing so water is shed outward onto the top surfaces 
of the surrounding framing members and away from the 
post.

STEP 7

Firmly roll all applied TYPAR F.A.S.T. surfaces using a J-
roller or hand seam roller. Thoroughly smooth out all 
wrinkles, and air bubbles to ensure 100% surface contact 
and full pressure-sensitive adhesive activation across the 
entire substructure. If the tape width is wider than the 
beam, be sure to roll the overhang onto the side of the 
beam.

STEP 8

When multiple pieces are required, overlap adjoining 
sections by a minimum of 1 inch (25 mm) to maintain 
continuous moisture protection.

STEP 9

Install decking fasteners directly through the tape as 
normal. The tape is designed to help seal around properly 
installed fasteners, supporting long-term durability.
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1”

STEP 1

Ensure the wrap surface is clean, dry, and free of dust, 
dirt, frost, or debris. The wrap should be properly 
installed, smooth, and securely fastened before taping.

STEP 2

Position the tape centered over the open seam or edge of 
the wrap. Ensure adequate coverage on both sides of the 
seam for a continuous seal.

STEP 3

Press the tape firmly onto the wrap, working from one 
end to the other. Apply steady pressure to avoid wrinkles, 
fishmouths, or air pockets. Do not stretch the tape 
during installation. Use a J-Roller to apply adequate 
pressure to adhere TYPAR F.A.S.T. to the TYPAR 
DrainableWrap product.

STEP 4

Use a roller to firmly bond the tape to the surface. 
Pay close attention to edges and overlaps to ensure a 
complete seal. Overlap adjoining tape sections by at least 
1 inch (25 mm).

STEP 5

Inspect the application to confirm full contact along the 
seam and edges. Re-press any loose areas to ensure a 
tight, continuous air and moisture barrier.

SEAM TAPE
3’’ Self Wound TYPAR® F.A.S.T. seam tape is a good alternative to HD Sealant or TYPAR® Double Sided Tape for drainable WRB 
applications. Compatible with both TYPAR® Drainable and TYPAR® Commercial Drainable, the black film coupled with 12 month UV 
exposure makes this tape perfectly suitable for seaming TYPAR® Drainable WRBs and ensures seams are visible regardless of project 
height. Its high-performance acrylic adhesive delivers durable, long-lasting adhesion, helping create a continuous air and moisture 
barrier. It is especially suited for multifamily due to 12-month UV stability and where the highly visible black color of the tape provides 
easy installation verification. F.A.S.T.’s self-sealing flashing performance far exceeds that of standard seam tapes, providing superior 
air and water barrier protection. F.A.S.T. is backed by the TYPAR® Weather Protection System Warranty, providing added confidence in 
long-term performance. NOTE: Please refer to the TYPAR DrainableWrap Install Instructions for proper install of the TYPAR WRB.
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STEP 1

Install the vent in accordance with the manufacturer’s 
instructions. Cut the TYPAR® wrap neatly so it fits as 
closely as possible around the perimeter of the vent.

STEP 2

Flash the vent using a method similar to window flashing. 
Begin at the bottom flange, cutting the flashing so it 
extends at least 1" beyond both sides. Next, apply flashing 
along the sides of the vent, ensuring it extends 1" past the 
top and bottom edges. Smooth out any wrinkles or air 
pockets during application using a J-roller.

STEP 3

Complete the installation by applying flashing across the 
top of the vent. Ensure the flashing extends a minimum of 
1" beyond each side for proper coverage.

Note: This procedure is applicable to a variety of 
penetration types. Always follow a shingled installation 
approach and ensure a secure, watertight seal around the 
flange or penetration.
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TYPAR® is a registered trademark of Magnera Corporation, Inc. or one of its affiliates. 
Please visit TYPAR.com for installation instructions and warranty information.
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*See the TYPAR® Lifetime Limited Warranty located online at TYPAR.com/downloads for full details.

PENETRATIONS
TYPAR® F.A.S.T. can be used to flash penetrations that often serve as entry points for bulk water into the wall cavity, including 
exhaust fans, exterior electrical outlets, dryer vents, exterior lighting, and gas outlets. Proper use of F.A.S.T. helps provide effective 
water resistance and supports the overall integrity of the structure. The installation approach is similar to window flashing: begin 
by applying flashing at the bottom of the penetration, then overlap the upper tape over the lower layer in a shingle pattern. Some 
penetrations, such as dryer vents, include flanges and should be flashed according to the details provided below.




