
THE BULK WATER BEATER FOR FOUR STORIES AND ABOVE.

* Certain limitations and exclusions apply. See warranty information online at 
TYPAR.com/downloads for full details.

Count on TYPAR® DrainableWrap Commercial to boost your 
defenses when you’re building up. Plus it comes with a 
10-year warranty that covers both labor and materials.*



The information contained herein is to the best of our knowledge accurate and 
reliable and is provided for the user’s assessment and verification. However, since 
the circumstances and conditions under which such information and the products 
discussed can be used may vary and are beyond our control, we make no warranties, 
express or implied, other than those warranties described in the TYPAR® Weather 
Protection System Limited Warranty located online at TYPAR.com/downloads, 
subject to the limitations and exclusions described therein. 

NOTE: TYPAR DrainableWrap Commercial is not available in Canada.

TYPAR®

DRAINABLEWRAP™ 
COMMERCIAL

THE  HIGHER  YOU BUILD,  THE  MORE  MUSCLE  YOU  NEED.
TYPAR® DrainableWrap™ Commercial is specially engineered to protect buildings four stories and above—and give 
you an elevated ability to deal with excess moisture. Thanks to our patented meltshot technology that adds an 
integrated layer of fibers to create an effective drainage plane, it channels wind-driven rain and bulk water away 
from your structure. Better still, it’s TYPAR,® meaning you also get exceptional strength, surfactant resistance, optimal 
breathability, and unbeatable UV protection.

LEADING  FEATURES  AND  BENEFITS:
•  Exceeds minimum AC38 Code Requirement for 

Drainage Efficiency as per ASTM E2273
•  Drains significantly faster than most conventional 

house wraps, per ASTM E2273 testing
• No UV degradation for up to 12 months
• Tear strength five times greater than the competition 
• Superior air and water holdout reduces energy costs
• Won’t support mold growth
• Protects indoor air quality
•  Resists damaging surfactants and cleaning techniques

TYPICAL  CHARACTERISTICS:

Basis Weight D5261 3.8 oz/yd2

Thickness D1777 20 mils

Drainage Efficiency E2273 96.7%

Breaking Strength 
(Grab Tensile)

D5034
93 lbs MD
95 lbs CD

Trapezodial Tear Resistance D5733
60 lbs MD
67 lbs CD

Hydrostatic Pressure Resistance
AATCC 127-

1995
>500 cm

Moisture Vapor Transmission Rate E96-95 A 10 perms

UV Light Exposure Resistance — 12 months

Air Penetration Resistance 
(Gurley Hill Porosity)

—
>4800 sec

/100 cc

Air-Ins (Air Leakage Test) E1677
PASS  

.0038 L(S.M2)  
@ 75 PA

Water Resistance Test D779 PASS

Surface Burning Characteristics (ASTM E84)

Flame Spread Index Class A

Smoke Spread Index PASS

NFPA 285 PASS

ROLL SIZE:

5’ x 150’

TAKE  YOUR  STAND  WITH   
THE  FULL  SYSTEM.
Looking for comprehensive defense? TYPAR 
DrainableWrap Commercial is part of the industry’s  
most complete weather protection lineup that  
includes flashings, tapes, and more. All manufactured 
by us for true ruggedness and higher performance.

Made in USA of U.S. and Global Components. © 2023, Berry Global, Inc. 
TYPAR® DrainableWrap™ is a registered trademark of Berry Global, Inc. or one of its affiliates. 
Please visit TYPAR.com for installation instructions and warranty information. 
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