SHUTTING DOWN INTRUSION. WITHOUT SLOWING YOU UP.

Seal off through-wall penetrations. And fast. Defending each square inch
of the building envelope matters. And so does using every minute to the
fullest. TYPAR® Flashing Panels are designed specifically for the tasks of
blocking air leakage and water intrusion at electrical, plumbing, and A/C
wall penetrations—and helping you do the job efficiently.



TYPAR
FLASHING PANELS

LEADING FEATURES AND BENEFITS:

+ Electrical, plumbing, and A/C panels available - Install electrical and plumbing panel before
+ Self-seals around fasteners or after building wrap
- Works with most types of claddings - Paintable A/C panels blend with home exterior

- Options to fit various pipe types and sizes

ELECTRICAL FLASHING PANEL-001 PLUMBING FLASHING PANEL-005

Application:

Fits low voltage rounded wire, coaxial cable
(also used with electrical pipes through
brick and stone veneers)

Panel Size: 11-1/8" x 11-1/8"x 3/32"

Application:

Fits 2" to 2-1/2" copper, rigid, PVC or ABS pipes
(can also be used for electrical conduit)
Also fits 3" single wall sheet metal duct

Panel Size: 11-1/8" x 11-1/8"x 3/32"

PLUMBING FLASHING PANEL-001 PLUMBING FLASHING PANEL-006

Application:
Fits 1/8" to 3/8" copper, rigid or PVC pipes
(can also be used for electrical conduit)
Panel Size: 11-1/8" x 11-1/8"x 3/32"

Application:
Fits 3" copper, rigid, PVC or ABS pipes
Also fits 4" single wall sheet metal duct
Panel Size: 11-1/8" x 11-1/8"x 3/32"

PLUMBING FLASHING PANEL-002 PLUMBING FLASHING PANEL-007

Application:
Fits 1/2" to 3/4" copper, rigid or PVC pipes
(can also be used for electrical conduit)
Panel Size: 11-1/8" x 11-1/8"x 3/32"

Application:
Fits 4" copper, rigid, PVC or ABS pipes
Also fits 4" or 5" single wall sheet metal duct
Panel Size: 12-1/2" x 12-1/2" x 3/32"

PLUMBING FLASHING PANEL-003 PLUMBING FLASHING PANEL-008

Application:
Fits 1" to 1-1/4" copper, rigid or PVC pipes
(can also be used for electrical conduit)
Panel Size: 11-1/8" x 11-1/8"x 3/32"

Application:
Fits 6" copper, rigid, PVC or ABS pipes
Also fits 6" single wall sheet metal duct
Panel Size: 12-1/2" x 12-1/2" x 3/32"

PLUMBING FLASHING PANEL-004 A/C FLASHING PANEL-009

Application:
A/Cline set curved flashing panel
Paintable to match exterior*
Use on 1-coat stucco, 3-coat stucco, and siding exteriors.
Fits line sets with 1-1/2" to 2-3/4" insulation tubing
Panel Size: 16" x 18"

Application:
Fits 1-1/2" to 1-3/4" copper, rigid, PVC or ABS pipes
(can also be used for electrical conduit)
Panel Size: 11-1/8" x 11-1/8"x 3/32"

*Hub must be primed and painted after installation.

The information contained hereinis to the best of our knowledge accurate andreliable andis provided for the user's assessment and verification.
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